Compact Fluorescent Lamps

Enjoy the same high quality lighting
and convenience as hotels, hospitals,
and other major institutions with
TCP’s Circline lamps. Available in
both high power (HPF) and normal
power factor (NPF), as well as
magnetic.
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Technical Consumer Products

Circline lamps

Circline Dimmable Adapters, Electronic HPF LTHD

Iltem

Description

NSN

12522/20

22 watt Circline Adapter
HPF w/20 Watt TCP Lamp

12522L

22 watt Circline Adapter
HPF w/22 Watt TCP Lamp

12530/22

30 watt Circline Adapter
HPF w/22 Watt TCP Lamp

12530L

30 watt Circline Adapter
HPF w/30 Watt TCP Lamp

12536/30

36 watt Circline Adapter
HPF w/30 Watt TCP Lamp

12522

22 watt Circline Adapter
HPF w/lamp bracket only

12530

30 watt Circline Adapter
HPF w/lamp bracket only

12536

36watt Circline Adapter
HPF w/lamp bracket only

Circline Non-Dimmable Adapters, Electronic NPF HTHD

Item

Description

NSN

17022/20

22 watt Circline Adapter
NPF w/20 Watt TCP Lamp

17022L

22 watt Circline Adapter
NPF w/22 Watt TCP Lamp

17030/22

30 watt Circline Adapter
NPF w/22 Watt TCP Lamp

17030L

30 watt Circline Adapter
NPF w/30 Watt TCP Lamp

17036/30

36 watt Circline Adapter
NPF w/30 Watt TCP Lamp

17022

22 watt Circline Adapter
NPF w/lamp bracket only

17030

30 watt Circline Adapter
NPF w/lamp bracket only

17036

36watt Circline Adapter
NPF w/lamp bracket only




Compact Fluorescent Lamps

Technical Consumer Products

Circline Adapters, Electronic 3 Way
Item Description NSN
16530 30 watt Circline HPF 3
way adapter
30 watt Circline HPF 3
16530L way adapter w/30Watt
TCP Lamp
55 watt Circline HPF 3
16555
way adapter
165551 55 watt Circline HPF 3
way adapter w/2 lamps
Circline Adapters,Magnetic
ltem Description NSN
22 watt Circline Ballast
103221
wlamp
22 watt Circline Ballast
10322
wflamp bracket only
Replacement Lamps
ltem Description NSN
32020 20 watt Circline Lamp
32022 22 watt Circline Lamp
32030 30 watt Circline Lamp
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Circline Brackets

Bent Arm mount

Item # Description NSN
13820 20 watt 6 Lamp Bracket
stright mount
138208 20 watt 6" Lamp Bracket
Bent Arm mount
22 tt 8" Lamp Bracket
13822 wa 8 amp Bracke
stright mount
22 watt 8" Lamp Bracket
13822B
Bent Arm mount
30 watt 9" Lamp Bracket
13830 .
stright mount
30 watt 9" Lamp Bracket
13830B

Technical Information
Circline Series Electronic
Specifications [at full brightness):

Ballast Type: Electronic
Starting Method: Modified Rapid Start
*|nput Line Voltage: 120VAC

Input Line Frequency: 60HZ

Ballast Life (rated): 30,000

Lamp Life (rated): 10,000

**Color Temperature: 2,850 degrees Kelvin
Color Rendering Index: 84

Minimum Starting Temperature: -20 degrees F
Maximum Operating Temperature: 160 degrees F
Efficiency/Lumens per Watt: >60

Replaceable Lamp: YES
Adapter Screw-in Base Type: Edison E-26
U.L/CUL. Liged: YES

FCC Compliance. Part 18, Subpart C
Lamp Operating Frequency: 45KHZ
Lamp Current Crest Factor: <1.60

Maximum Open Circuit Voltage: 600V
End Of Life Protection YES

* Avalable in 127V, 220V, 230V, 240V, 277V - Specid Order.




Compact Fluorescent Lamps

Circline / HPF / Dimmable
Input . —
Iltem W Li Lumens Overall Overall Diameter Power | Harmonic | Replaceable | Dimming NSN
Number atiage ine u Length v : Factor Distortion Lamp Range
Current
12522 | 22watt | 2014 | 120 @20WlAMP oo} 20wlamp-60° - o <24% Yes 100-20%
: 1400 @ 22w lamp |~ 22w lamp - 8.0" : ? ?
12530 | sowatt | 3o5a | 180 @2wlamp | o, | 22wlamp-80" | o <24% Yes 100-20%
2000 @ 30w lamp 30w lamp - 9.0"
12536 | 36 watt | .48A | 2400 @ 30wlamp | 35" 30w lamp - 9.0" >.95 <24% Yes 100-20%
Circline / NPF / Non-Dimmable
17022 | 22watt | 2014 | 220 @20WlMP o ) 20wlamp 60" o oo Y N/A
watt 1400 @ 22w lamp | > 22w lamp - 8.0" : o es
17030 | 30watt | 3o5a | 800 @22wlamp | o, | 22wlamp-80" | o, <120% Yes N/A
2000 @ 30w lamp 30w lamp - 9.0"
17036 | 36 watt | .48A | 2400 @ 30wlamp | 35" 30w lamp - 9.0" >.95 <24% Yes N/A
Technical Information
Circline Series M agnetic
Specifications [at full brightness):
Ballast Type: Magnetic
Starting Method: Globe Bottle
*Input Line Voltage: 120VAC
Input Line Freguency: 60HZ
Balast Life (rated): 40,000
Lamp Life (rated): 10,000
**Color Temperature: 2,700 degrees Kelvin
Color Rendering Index: 84
Minimum Starting Temperature: 32 degrees F
Maximum Operating Temperature: 160 degrees F
Efficiency/Lumens per Waitt: 55
Replaceable Lamp: YES
Adapter Screw-in Base Type: N/A
U.L/CULL. Ligted: YES
FCC Compliance. N/A
Lamp Operating Freguency: N/A
Lamp Current Crest Factor: N/A
Maximum Open Circuit Voltage: 600V
End Of Life Protection YES
* Avalable in 127V, 220V, 230V, 240V, 277V - Specid Order.
Circline Magnetic
Iltem Input Line Overall Overall Power Harmonic | Replaceable | Dimming
Number Wattage Current Lumens Length | Diameter | Factor Distortion Lamp Range NSN
10322L | 22 watt | 19 A RMS 1200 2.75 8.0" >51 <15 Yes N/A
10322 | 22 watt | 19 ARMS 1200 2.75 8.0" >51 <15 Yes N/A
103221S| 22 watt | 19 A RMS 1200 2.75 8.0" >51 <15 Yes N/A
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